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•	 To reach the points indicated, some protective covers will have to be removed. (Read § 15.1 if 
necessary)

•	 The bearings have dust seals to keep the dirt out. However, the lubricant applied on the 
bearing at the factory will also become old and dry. To compensate this lack of lubricant, new 
lubricant must be added from outside.

•	 To prevent any dirt from penetrating the bearing together with the lubricant, the bearing must 
be cleaned first.

•	 Spray NOVATIO KLEENSPRAY onto the bearing seals and joints. The liquid will soak off any 
dust attached to the bearing.

•	 Leave the cleaning liquid to work for a few minutes.
•	 Remove all the dirt clinging to the bearing with a soft cloth.
•	 Apply a second round of spray to the bearings, particularly on the joints. The cleaner will 

dissolve the grease that has dried up in the joint. This is necessary to ensure that new grease 
can penetrate the joint.

•	 Blow compressed air into the bearing joints to enable the KLEENSPRAY to expel all the dirt. 
•	 Wipe away all the spray and wait 10 minutes to allow any residue to evaporate. 
•	 Now apply a new layer of lubricant. Spray good amounts of NOVATIO PTFE OIL into the joints 

of the bearing seals and the bearing bushing.
•	 This is a thin lubricant with great penetrating properties. It is corrosion resistant and moisture 

and dust repellent and also has great lubricating properties, even at high temperatures. 

B.	Lubricating hinges

Hinges are places where two moving parts are attached to each other. Because this is a turning 
point, it involves friction. Friction without lubrication leads to wear, excessive play and finally to 
breakage.  Some of these items require specific attention:

1.	 Hinges of the pressure roller (2x)
2.	Hinge of the chain tensioner of the input 

rollers (1x)
3.	Hinge of the belt tensioner of the blade shaft 

drive (1x)
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Lubricating hinges:
•	 To reach the points indicated, some protective covers and shields will have to be removed. 
•	 To avoid wear and subsequent play on hinges, lubricant must be applied to the contact 

surfaces that undergo friction. 
•	 It is essential to remove all old dirty lubricant and sticking dust before applying fresh lubricant.
•	 Where possible, the hinging parts must be disassembled for proper cleaning of all elements 

within.
•	 To dissolve lubricant, ELIET recommends using ELIET NOVATIO KLEENSPRAY-S. Spray the 

product onto the hinging parts. Leave the product for a few minutes to enable it to perform its 
degreasing action. 

•	 Wipe the parts clean. Repeat the procedure if necessary to ensure that the parts are 
completely clean.

•	 Make sure that all of the cleaning agent is either evaporated or wiped away. 

Caution:
NOVATIO KLEENSPRAY-S is flammable. Avoid open fire or heat when applying it.

•	 Apply new lubricant to the friction areas. Ensure that it covers the entire contact surface.
•	 ELIET recommends NOVATIO CLEARLUBE, a lubricant with an extremely long operating time, 

great adhesion and resistant to high pressure. It is available in spray cans for easy application.
•	 Reassemble the hinge and fasten all parts.

11.5.5 Belt tension adjustment

Please refer to paragraph 11.4.4 Checking the belt tension on page 36.

11.5.6 Tightening the chains

The machine has two chain drives:
1.	 a simplex chain for the traction roller transmission
2.	a duplex chain for the transmission of the blade shaft, input rollers, pinch roller and pressure 

roller.

Caution:
Never tighten the chain too tightly. Too much driving capacity would be required 
as a result, leading to extra wear of the chain and sprockets. Furthermore, a high 
radial tension can harm cap seals and bearings.
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Caution:
When checking the chain tension, also check the chain and the sprocket for 
extensive wear. If the teeth are worn the sprockets and chain must be replaced. 
Visit your authorised ELIET dealer for assistance.

Caution:
Use this maintenance to lubricate the chain (read § 11.4.5).

Caution:
Chain tightening must be done with the engine switched off. Remove the spark 
plug cover as a precaution.

Caution:
Always wear suitable clothing for performing this type of maintenance.

Adjustment of the chain for transmission of the traction roller.

•	 To reach the chain transmission, some protective covers will have to be 
removed. (Read § 15.1 if necessary)

•	 The chain is subject to loss of elasticity after time and it will start to 
hang loose, with a risk of jumping off the gear under heavy strain. If 
you notice that the chain is loose when performing maintenance then 
it must be tightened.

•	 The easiest way to do this is to tighten the sprocket against the chain.
•	 Unfasten the nut (M6) holding the sprocket. Use a 10 mm ring spanner.
•	 Fasten the sprocket against the chain and tighten it.
•	 Beware: over-tightening the chain can lead to accelerated wear of the 

bearings and the chain.
•	 Carefully replace the protective cover and fasten it.

M6-nut
(key 10)
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Chain for the transmission of the blade shaft, input rollers, pinch roller and pressure roller.

•	 To reach the chain transmission, some protective covers will have to 
be removed. (Read § 15.1 if necessary)

•	 Because this chain drive runs in one direction only it has been fitted 
with a single operating chain tensioner with permanent tension con-
trol. A spring pulls the sprocket against the chain and automatically 
adjusts to the chain’s elasticity. It does not require any adjustment.

•	 The spring can be replaced if it shows signs of wear; item code: 
????

•	 Please note: over stretched chains must be either shortened or 
replaced.

•	 Beware: over-tightening the chain can lead to accelerated wear of 
the bearings and the chain.

•	 Carefully replace the protective cover and fasten it. 

11.5.7 Changing the blades

The blades are self-sharpening; they don’t require sharpening.
•	 Blade replacement is required when the blades are fully worn.
•	 We strongly recommend NOT to replace only one or just a few blades since this interferes with 

a uniform operation of the machine across the entire width.

Warning:
Wearing gloves and safety glasses is mandatory.
Replacing blades must always be done with the engine switched off. Carefully 
pull off the cap of the spark plug.

The following steps must be taken for changing the blades.
•	 Removal of the blade axle.
•	 Removal of old and placement of new blades
•	 Placement of the blade axle.
•	 Performing checks and finishing



a.	 Removal of the blade axle
•	 Remove both protective covers. (Read § 15.1 if necessary)
•	 Remove the collector unit.
•	 Tilt the scarifier by pushing the handlebar to the ground. This provides easy access of the 

blade shaft.
•	 Remove the belts from the pulley. Before the belts can be removed, the belt catchers must be 

moved to the front or fully disassembled by loosening all M6 bolts (spanner size 10).
•	 Now remove the chain from the blade shaft at the other side of the machine.

•	 Remove the two M6 bolts, nuts and washers and then lift the plate. Use a 10 mm ring spanner. 

•	 Remove the two pulleys from the shaft by fully loosening the fixing screws (Allen key 5). 
Remove the wedge.

•	 Loosen the two fixing screws from the bearing.
•	 Remove the bolts (M8) that secure the bearing holder. Use a size 13 ring spanner. Now remove 

the bearing.
•	 Remove the bolts (M8) that secure the bearing holder to the other side of the blade shaft. 

Again, use a size 13 ring spanner.
•	 Now remove the blade shaft: tilt it and subsequently slide it out.  The sprocket fits neatly 

through the bearing hole in the compartment.

tightening nut
key 32

fixing screw
allen key 5

M8 bolts and 
nuts (key 13)

belt catcher

M6-bolts (key 
10)
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b.	Removing old blades and installing new blades

•	 The blade shaft itself is constructed as a pike with a string of blades and intermediate rings on 
it. 

•	 Remove the clamping nut (M22) (spanner size 32 mm).
•	 Now all the blades and intermediate bushings can be slid from the 

shaft.
•	 Check that the hexagonal shaft does not show signs of wear (worn 

down by the blades).
•	 Sand down the blade shaft somewhat (fine sanding paper P100) to 

remove rust, dirt etc. and to ensure that new elements can slide on 
smoothly.

•	 A new blade set can be ordered from ELIET under item code BU 402 300 105.
•	 Follow the assembly diagram below.

Tensioning bolt
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c. Placement of the blade shaft:
•	 in the reverse order of removal.

d.	 Performing checks and finishing
•	 Check the correct placement of the blade shaft.
•	 Check belt tension and chain tension (see above)
•	 Replace the protective covers.
•	 Place the machine back on all wheels.
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12. Storing the machine

Clean the machine (see § 9.7.1).

When storing the machine for an extended period, it is recommended to follow the steps below:
• 	 Carry out a major overhaul (see § 11.5).
• 	 Check all nuts and bolts and fasten them where necessary. Most bolts require the use of two 

spanners of 10, 13 or 17 mm.
• 	 Empty the fuel tank by running the engine until the machine runs out of fuel, or by using a 

siphon to pump the petrol into a jerry can (see § 9.2).
• 	 Detach the spark plug (see § 11.5.2). Spray a little amount of penetrating oil with MoS2 into the 

cylinder. Pull the starter cord until the piston is in its uppermost position. Replace the spark 
plug.

• 	 To avoid rust on the machine touch up all chipped areas or treat them with anti-rust grease. 
Original paints/enamels in the appropriate colours are available from your ELIET dealer.

• 	 Store the machine in a cool, dry storage area, away from possible rain. If necessary, cover it 
with canvas.

• 	 Always allow the machine to cool down before storage.
• 	 If the machine is stored outdoors, it must be properly covered with canvas. Avoid direct pre-

cipitation on the machine. ELIET highly recommends a sheltered storage place.
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13. Equipment specifications

Engine . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                               9 PK Subaru EX27
Working width:. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                                  592 mm
Number of blades:. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                     36 Double cut blades
Blade type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                   Permanently Sharp Blades™
Working depth: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                       continuous (stepless)
Self-propelling: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                       Rear roller ø 100 mm
Collection Unit: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                                     95 L
Measurements (LxWxH):. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                             1250 x 750 x 900 mm
Weight: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                                           135 Kg
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14. EC Declaration of Conformity

Machine:  		  ELIET E600 COMPACTOR
Modelnumber:		  MA 017 010 438 
	

This machine has been designed and manufactured in accordance with the following European 
standards:
• PrEN 13684 Garden equipment - Pedestrian controlled lawn aerators and scarifiers - Safety
• DIN 33402 : Body measures

The ELIET machine factory hereby declares that after performing a hazard analysis, it is fully 
aware of the potential hazards and risks associated with the machine. Based upon this knowl-
edge, the necessary steps have been taken in line with Machine Directive 89/392/EEC in order to 
ensure full operator safety at correct use of the machine.

Measured sound power levels Lw(A):  94dB(A)	 
Guaranteed sound power level Lw(A):   95 dB(A)

Date : 01/01/2011
Signature : 

Frederic LIETAER
Managing Director ELIET EUROPE NV
born 02/01/1975

ELIET EUROPE NV 
Diesveldstraat 2
B - 8553 Otegem 
Belgium
Ph : +32 56 77 70 88
Fax :+32 56 77 52 13
Mail : info@eliet.be
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15. Annexes

15.1 Removing the protective covers

Caution:
Removing protective covers is considered to be a maintenance operation. Always 
turn
off the engine, remove the spark plug cover and wear appropriate clothing.

Caution:
Protective covers are intended to shield off dangerous areas to avoid accidents. 
It is therefore strictly prohibited to operate the machine or to switch on the 
engine or any drive with any protective cover removed.

Caution:
The person who removes a protective cover should be aware of the fact that he 
is creating a dangerous situation and is therefore responsible for establishing 
safe circumstances by removing the starter key from the lock to avoid that oth-
ers could start the machine against his will.

•	 Two bolts (M6) secure the protective covers at either side of the machine. Because they 
slightly sink into the cover, it is best to use a 10 mm ring spanner.

•	 Make sure to replace the cover neatly against the compartment to avoid dust from penetrating 
the chain drives.
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16. Warranty conditions
 
Dear Customer, 

We thank you for purchasing an ELIET product. Congratulations on your purchase of this ma-
chine which is sure to exceed your expectations and needs over the coming years. At ELIET, we 
do everything to ensure that our products function properly. That is why your product comes 
with a two-year warranty. 

What is warranty?

At ELIET, we have strict quality rules on designing and manufacturing products. The purpose of these 
rules is to guarantee a long service life and permanent safety. That is why  ELIET is happy to repair 
any hidden defects or faults during the whole run-in period (i.e. the warranty period) free of charge, 
provided the prescribed procedure is followed. 

Warranty conditions 

ELIET’s warranty obligations for new machines are governed by the following conditions.

I.	 Warranty period
The warranty period starts the day the dealer delivers the machine to the customer (maximum 
one week after the purchase) and expires:
•	 for private use: after two years.
•	 for rental use: after twelve months or 100 hours of operation.
•	 for semi-professional and/or professional use: after twelve months or 100 hours of operation.
To apply for this warranty the customer must register the purchased product with ELIET and  
complete the registration details on the website  
www.eliet.eu. If you don’t have access to the Internet, please complete the attached registration 
card and return it to ELIET.

II.	The Warranty does not apply in the following cases.
•	 Worn items  (such as blades, bearings, belts, chains, gearwheels, tyres, bulbs, fuses, etc).
•	 Defects caused by improper use, neglect or consequential damage by an external source (fall, 

chippings, foreign objects, accident).
•	 Defects caused by improper maintenance of the machine, hence contrary to the prescribed 

periodic maintenance.
•	 Defects caused by improper repairs carried out by others than authorised ELIET dealers or 

after using other than original ELIET replacement parts.
•	 Defects caused by making improper changes to the original design of the machine.
•	 Faults occurring as a result of machine use contrary to the instructions contained in this 

manual.
•	 Failure to observe the prescribed warranty procedure or expiry of the warranty period.
For all problems relating to the engine, please contact an authorised service centre of the engine 
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manufacturer. 

III.	Procedure
•	 Step 1 : On the date of purchase, the customer registers his/her purchase online by com-

pleting the registration card on www.eliet.eu. In addition, the enclosed registration card is 
completed in its entirety on the day of purchase. The first part of the card has to be returned 
to ELIET within one month. The customer is required to keep all remaining parts of the card 
along with the purchase invoice for the duration of the warranty period. 

•	 Step 2 : In the event of a defect becoming apparent, the customer shall have it verified by the 
authorised ELIET dealer. If the dealer finds a manufacturing defect, he may invoke the war-
ranty under the terms specified. 

•	 Step 3 : Every warranty application must be accompanied by a fully completed official applica-
tion form. These are available to dealers from ELIET or from an ELIET importer/agent. 

•	 Step 4 : The dealer orders the parts needed to perform the repairs. Next, the dealer faxes the 
order form together with the completed warranty form and a copy of the registration card. 

•	 Step 5 : The warranty form must be stapled to the purchase invoice and sent to ELIET or an 
importer/agent of ELIET. 

•	 Step 6 : ELIET sends the parts ordered to the dealer under the regular delivery and payment 
conditions.

•	 Step 7 : The defective part will be examined by ELIET’s technical department prior to approving 
or rejecting the warranty. ELIET reserves the right to solely decide whether or not the customer 
has complied with the conditions applicable to the validity of this warranty, i.e. 1 year or 2 years. 
Faulty components automatically become the property of ELIET.

•	 Step 8 : When a warranty claim is found to be valid, ELIET will credit the warranted parts. 
Customers shall never be entitled to a refund of labour costs.

IV.	In case of damage caused by transport
•	 All goods are supplied ex factory. Transport risks are borne by the customer. ELIET therefore 

recommends checking the goods for damage on arrival. 
•	 Any damage found must be detailed on the delivery form before signing. Make sure the driver 

of the transport company puts his signature next to the details about the damage on your 
copy. 

•	 In the absence of a written and signed statement on the delivery form, the transport insurance 
company will not accept any liability.

•	 Damages can be claimed from the carrier using a copy of the delivery form and a covering let-
ter stating your complaint. 

•	 The damaged machine should be kept in its original condition until the carrier’s insurer has 
performed an examination.
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