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Through the cutting process based on the Chopping Principle™, the chips are chopped 
finely, and fibers severed. These Bio-TECH-ChipsTM from ELIET have beneficial fiber 
structures that decompose more quickly. After shredding, you immediately obtain a 
well-aerated mixture with the optimal moisture content. This makes Bio-TECH™ chips 
highly effective in improving the performance of your composting system.

Bio-TECH-ChipsTM

Why should you shred?
Garden enthusiasts find joy and relaxation in looking after their gardens. However, an inconvenient side effect is that most 
garden maintenance generates green waste, which often leaves people at a loss for what to do with it. But the term “waste” 
is actually misleading here because there is no such thing as waste. What may seem like worthless pruning waste can become 
a new raw material for another useful application in your own garden. This helps to close the biological cycle in this micro-
ecosystem, maintaining a rich biodiversity. 

Indeed, prunings can be shredded. This not only greatly reduces the volume, but also creates chips that can be put to good 
use in the garden. Two main applications use chips as a basic ingredient:

COMPOST

Compost is often called the “black gold” of the garden. 
Gardeners know that compost is a soil conditioner that has a lot 
of beneficial properties for soil fertility. It increases the organic 
matter level in the soil, which is slowly converted into nutrients 
for plants. Compost activates soil life and increases plant disease 
resistance. It acts like a sponge and retains moisture in the soil, 
making it resilient through long dry periods.

MULCH

By applying a layer of wood chips on the soil between plantings, 
you create a protective shield. This mulch layer acts as an 
insulator, slowing down soil dehydration and protecting plants 
from drought. Additionally, this layer prevents soil erosion or 
washout from heavy rain by cushioning the impact of raindrops. 
As the mulch layer gradually breaks down, it provides a feast 
for soil organisms, which stimulates biodiversity. This soil life 
naturally improves the drainage of the topsoil. Moreover, a 
mulch layer is the most ecological way to suppress weed growth.

ELIET Chopping principleTM

Let the wood do the work

ELIET developed and patented a unique shredding system, the 
Chopping Principle™. Just like an axe splitting a log, the blades 
shred the wood in the direction of the fibers. The green waste is 
reduced to small chips through a cycle of splitting and cutting. As 
a result, the chips gain fast-composting properties. 

A major advantage of this ELIET 
Chopping Principle™ lies in its low power 
requirements for shredding wood. Wood 
is easier to cut along the grain, a feature 
that this shredding system effectively 
takes advantage of. As a result, ELIET 
shredders deliver better performance 
from less engine power. This translates 
to lower fuel consumption and reduced 
sound.

Low-maintenance blades

Cutting along the grain places fewer demands on the blade edge. 
As the blades become dull over time, the machine’s performance 
will only be impacted slightly. Even if foreign objects such as soil 
or stones enter the machine, this has little effect on the efficiency 
of the shredder. Sharpening the blades is simple and can be done 
without disassembling them. The reversible Resist™ blades have 
an average lifespan of up to 200 hours*.

*Subject to maintenance, load and type of shredded material.

ELIET’s unique 
Chopping PrincipleTM

HAKBIJLprincipe ™ 
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ELIET distinguishes between 3 chip discharge systems

 Ⱶ Gravity

 Ⱶ Turbo DischargeTM

 Ⱶ AxeleroTM

Gravity

In a first group of machines, a calibration sieve is provided to create the 
shredding chamber. The pruning waste is rapidly shredded into chips 
by the large number of blades. These chips are rotating in this chipping 
chamber until they are fine enough to fall out of the callibration sieve. In 
this process, the chips fall into the machine’s collection bag. 

Turbo DischargeTM

In this patented system, the shredding chamber is sealed off, and a suction turbine is integrated on the side. During operation, the 
trimmings are cut into chips, which are then drawn out of the shredding chamber by the suction turbine. The chips are then blown 
out of the machine via a directional discharge chute.

ELIET discharge system

AxeleroTM

In this third patented discharge system, the 
shredding technology will ensure that the 
chips are continually reduced until they fit 
through the mesh of the sieve. Once the 
chips fall through the calibration sieve, 
they enter a second chamber where the 
AxeleroTM rotor rotates. The unique design 
of this rotor will collect the chips centrally 
on two blades, accelerating them and 
ejecting them from the machine through 
a discharge chute.

Based on the principle “bring the machine to the wood and not 
the wood to the machine”, 30 years ago ELIET developed a 
new, pioneering concept: the self-propelled shredder.

ELIET’s self-propelled 
shredders

ELIET’s mobile shredders are equipped with a wheel drive to give 
the landscaper an unprecedented level of comfort: the machine 
can be maneuvered to the workplace effortlessly. With a simple 
wrist movement using a control lever on the handlebars, operators 
can easily control the direction forward or backward. This wheel 
drive is so powerful that one person can also easily load and 
unload the machine from a van or trailer, navigating even uneven 
paths leading to the work site.

 
As the inventor of this progressive concept, ELIET was awarded the 
Golden Are Innovation Prize in 1994. The innovative idea of mobile 
shredders has led to its own distinctive design, which defines 
the DNA of the machines. ELIET shredders stand on four wheels 
(or tracks), are compact and lightweight, and have ergonomics 
tailored for maneuverability. Meanwhile, tens of thousands of 
landscapers have discovered the benefits of this ELIET philosophy 
and enjoy the daily comfort, time savings and efficiency it brings.

“BRING THE MACHINE TO THE WOOD 

AND NOT THE WOOD TO THE MACHINE”

In 1998, ELIET launched the world’s very first shredder on 
tracks.
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The ELIET NEO stands out with its unique 
and aesthetic design that integrates 
a number of world-firsts. It is the first 
shredder with a visable shredding 
chamber and is the first in the market 
to have a plastic-composite shredding 
chamber. Also, with its standard 
integrated collection bag, the machine 
is very convenient and clean during 
operating.

DESIGN MANAGEMENT EUROPE

Shredding diam. Wheelbarrows/h

NEO 30 mm / 1-1/4” 6

NEO2 35 mm / 1-3/8” 8

NEO3 35 mm / 1-3/8” 10

NEO NEO2&3

Discharge system: Gravity

NEO

NEO2

NEO3Infeed opening

The NEO models differ in terms of the size of the feed opening. 
NEO has a special infeed in the form of a three-lobed opening. 
This allows a compact design of the machine. The dimensions 
of this opening prevent an operator from reaching through it by 
hand, ensuring maximum safety.

NEO2 and NEO3, on the other hand, have a large infeed opening 
with no restriction, which allows faster throughput of green 
waste. To ensure safety with such a large feed opening, the 
infeed hopper is much longer and higher.

4 HP 230 V/1~ (3000 W)

3.5 HP 230 V/1~ (2500 W)

4.75 HP 380 V/3~ (3500 W)

ELECTRIC ENGINEElectric shredding

The ELIET NEO product family is only available with electric 
drive. Two of them on European standard current 230V and 
one model on high voltage 380V. Electric motors are silent 
and require no maintenance. Shredding is therefore very 
straightforward: plug in and go.

Compact storage

The ELIET NEO is 

revolutionary because it is 

the first and only shredder 

on the market with a visible 

shredding chamber. The 

ELIET NEO is designed to 

fold up in no time. When 

folded, the volume of the 

machine is halved, making 

it extbrakeely convenient 

for storage. The wheel 

frame can also be used to 

hang the machine on a wall. 

Collection bag

Every NEO model comes 

standard with a 40 l /10gal 

collection bag. Chips are 

perfectly collected, making 

for clean work. It is also 

convenient to spread the 

chips at the desired location 

afterwards.

Choice of 3 models
The NEO family consists of 3 models: NEO and NEO2 are both powered by electricity. The first one has a compact machine 
size due to its short infeed hopper and limited infeed opening. The second one has a longer infeed hopper with a larger infeed 
opening. NEO3 is identical to NEO2 but is equipped with a 3-phase motor.

Powerful motor performance

ELIET shredders are known for their high efficiency. With 
2500W, 3000W and 3500W respectively, the NEO range also 
has the most powerful motors on the market. The electric 
motors are always equipped with a turbo motor brake that 
stops the blade shaft within seconds after being switched off.

Silent shredder

By introducing the NEO, ELIET became the first in the industry 
to produce a shredding chamber using high-quality plastic 
composite. This not only contributes to an improved shredding 
flow for an optimal cut, the plastic is also sound-absorbing. 
Combined with their noiseless electric motors, the NEO models 
maintain an exceptionally low sound power profile.
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Maestro City & Country
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Shredding diam. Wheelbarrows/h

Maestro City Electric 35 mm 1-3/8” 8

Maestro City 40 mm 1-1/2” 10

Maestro Country 45 mm 1-3/4” 14

ELIET Maestro designed for the 
urban jungle

With the latest generation ELIET Maestro, you get the 
most powerful and fastest shredder available. Thanks 
to their patented ELIET shredding technology, they can 
handle any kind of pruning waste imaginable from a 
residential urban garden.

ELIET’s Maestro comes in two models: 

the Maestro City and Maestro Country.

Country City

Discharge system: Gravity

City

Country

City

Country

City

4.7 HP elec. 380 V/3~ (3500 W)

6.5 HP B&S XR 950

4.0 HP elec. 230 V/1~ (3000 W)

4.7 HP elec. 380 V/3~ (3500 W)

5.0 HP B&S XR 750

ELECTRIC - & GASOLINE ENGINE

Compact storage

To easily transport the Maestro in the boot of a vehicle, 

the feed hopper can be completely removed. This is done 

in no time and requires no tools.

This feature is also particularly useful for storing the 

machine as compactly as possible in the garage or a shed 

after work.

Low sound power shredding

Due to the cutting method of the shredding system, the 
sound power level is inherently low. Additionally, the double-
walled composite shredding chamber reduces the drumming 
effect of the chips. 

This gives the Maestro Country and 
City models an exceptionally 

favorable sound power profile. 

The rubber mounts under the 
motor base and ensures at the 
support bearing on the Country 
model that vibrations generated 
during shredding do not transfer 

to the housing. 

Transport convenience

With the Maestro, you 
can easily maneuver to 
the farthest corners of 
your garden. Two large 
pneumatic tires ensure 
low rolling resistance and 
ride smoothly over steps 
and uneven surfaces. 
The hopper has two large 
handles for stable steering 
of the shredder.

The machine’s tube frame 
also offers several grip 
accessories to carry the 
Maestro .

A top shredder for everyone
The Maestro City is ideal for small urban gardens. Users will especially appreciate its low infeed opening. It is 15 cm / 6” smaller 
than its big brother, the Maestro Country. Which is, in turn, designed for larger city gardens with more substantial vegetation. It 
is therefore equipped with 25% extra power and a larger collection bag, enabling it to handle the larger volumes typical of such 
gardens. Both models have a fairly similar design. They are equipped with a direct-drive rotor fitted with 12 blades. The Maestro 
is available in both electric and with a powerful gasoline engine. 

Pure green shredder

The Maestro features the high-performance ELIET shredding system. 
The high chopping speed (38,000 shredding movements/minute) 
ensures that all types of green waste are finely shredded. The sieve in 
the machine ensures that the chip size is small and uniform. If you‘re 
pruning waste with high moisture content, this sieve can be easily 
swapped out.

optional sieve for leaves and 
wet prunings

standard 
calibration sieve
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Maestro Country 
E-Power

Shredding diam. Wheelbarrows/h

Maestro Country E-Power 40 mm / 1-1/2” 14

First battery-powered shredder!

Those who choose to shred garden waste understand the 
importance of circular gardening. Shredded branches and 
clippings become valuable raw material for your plants, 
helping maintain the nutrient and organic matter levels in 
your garden.

ELIET has developed the Maestro Country E-Power in order 
to be able to do this shredding emission-free. The very first 
shredder on the market powered by Li-ion batteries.

Discharge system: Gravity

Maestro Country E-Power

Two shredding modes

Depending on how you are going to use the shreds in your 
garden (as mulch or for compost) you can pre-set the 
shredding characteristics of this Maestro)

4.5 HP 56V DC (3200 W)

BATTERY

Maximum freedom

The Maestro E-power offers 

the best of both worlds. On 

one hand, you enjoy the 

ease of use and comfort of 

an electric machine; on the 

other hand, you have the 

cordless freedom of a fuel-

powered machine providing 

full shredding power even in 

the farthest corners of your 

garden.

Advantages of battery drive
The ELIET Maestro E-Power is the first shredder to enjoy 
all the benefits of battery power. Compared to a gasoline 
engine, the power generated by the brushless E-Power 
electric motor is much more stable, resulting in minimal 
RPM variation under changing loads and consistently 
high performance. Combined with the high efficiency 
of ELIET’s advanced shredding technology, the Maestro 
E-Power maximizes battery life. Additionally, this 
remarkable shredder offers a range of other benefits:

ECO MODE

The wood chips serve as 
mulch for flower beds and 
don’t need to be very fine. 
The lower chopping speed 
in ECO mode reduces power 
consumption, providing 
longer battery life.

COMPACT STORAGE LARGE COLLECTION BAG

TURBO MODE

In this mode, the shredder 
operates at full speed 
to produce the smallest 
and fastest compostable 
chips. In TURBO mode, the 
Maestro E-Power delivers top 
performance. 

 Ⱶ Efficient power utilization (90%)

 Ⱶ No gasoline consumption

 Ⱶ Zero emissions

 Ⱶ Minimal sound pressure

 Ⱶ No extension cord

 Ⱶ Low energy cost

 Ⱶ Minimal maintenance

Battery technology
ELIET partnered with EGO power for the 56V battery technology. The two batteries of this Maestro E-Power are remarkable. In 
addition to their application in the ELIET shredder they can be used on the wide range of EGO machines. This way, the investment 
in these batteries pays off twice.
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Minor 4S

The luxury of comfort and power

The proud owner of a large garden knows better than 
anyone that this also involves a lot of maintenance. 
Every garden task results in a weekly accumulation of 
green waste. Therefore, having a powerful shredder 
at hand is not just a luxury but a necessity. 

The ELIET Minor 4S is a shredder that, in addition to 
extra capacity and comfort, is also versatile and can 
be used throughout the four seasons (4S).

Shredding diam. wheelbarrows/h

Minor 4S 50 mm / 2” 16

Discharge system: Turbo DischargeTM

Minor 4S

Minor 4S

Minor 4S

Minor 4S

6.0 HP Honda GP200

5.5 HP elect. 380 V/3~ (4000 W)

6.0 HP Honda GX200

6.5 HP Vanguard 200

Easy transport

Large, wide pneumatic tires and a good weight 

distribution provide true comfort, especially when 

maneuvering the Minor 4S over unpaved paths or 

uneven lawns. 

Discharge chute &  

Turbo DischargeTM

The ELIET Minor 4S is equipped with the Turbo 

DischargeTM system. This system features a turbine 

that sucks the chips out of the shredding chamber and 

forcefully ejects them through a rotating discharge 

chute. This allows you to blow chips directly onto a 

garden bed or into a wheelbarrow. Additionally, thanks to 

this turbine, the operator benefits from a suction effect 

through the infeed hopper, which helps when feeding 

leaves or fine pruning waste.

Comfortable spacious infeed 

The Minor 4S features a larger blade shaft with 18 blades. 
The additional shredding width gives this model a wider 
infeed and a wider hopper. Thick, sprawling branches and 
bundles of hedge trimmings slide in without any problems. 
Since the ELIET shredding system processes all types of 
wood and green waste without distinction, there is no need 
to pre-sort trimmings. Everything can be mixed and fed 
through one single hopper.

Belt drive

The construction of the Minor 4S is designed for heavier 
pruning work from landscape gardens with trees and large 
vegetation. The blade shaft is mounted individually and 
driven by a belt. This transmission protects the engine 
from dynamic forces and increases the driving torque. 
As a result, the Minor 4S is equipped to handle the future 
growth of vegetation even after decades of use. 

ELECTRIC - & GASOLINE ENGINE

Built for life!
Together with its bigger brother the ELIET Major 4S, this Minor 4S forms a family of shredders with a different design, setting 
them apart from the smaller residential models NEO and Maestro. On the Minor 4S, the blade shaft is indirectly driven. This not 
only enhances shredding power and comfort but also ensures that you’re not just buying this shredder for yourself but also for 
your children.
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Major 4S

Professional touch

If you’re a garden enthusiast looking to work like a 
true professional, then the Major 4S is made for you. 
It boasts the shredding power needed to tackle nearly 
all pruning waste from a residential garden. Even 
landscape contractors choose this model as a staple 
in their core fleet of machines, accompanying them 
to every maintenance job.

Shredding diam. wheelbarrows/h

Major 4S 60 mm / 2-3/8” 24

Discharge system: Turbo DischargeTM

Major

Major PTO

9.0 HP Honda GX270

14 HP - 25 HP  
Micro-tractor

On tractor

For those who have a micro-tractor with a 3-point 

hitch, the ELIET Major 4S is also available with a power 

take-off (PTO). Thanks to its compact dimensions (see 

technical specifications on page 31) and a weight of only 

135 kg / 298 lbs, this shredder is easily transportable by 

any tractor in this category.

Tank on the back

Refilling gasoline happens at least once during a job. To 

make refueling easy, the gasoline tank is conveniently 

located on the back of the machine. Additionally, the 

tank is transparent, allowing you to anticipate refills 

during work and ensuring no gasoline is wasted during 

refilling.

Simple and reliable 

The Major 4s is robustly built with no frills and Spartan 
simplicity. The belt drive of the blade shaft protects the 
motor from overloading, ensuring the shredder’s reliability 
and constant availability. The large, transparent gasoline 
tank on the back of the machine is easy to refill and provides 
up to 5 hours of uninterrupted shredding pleasure.

Quick maintenance

The blade system features 20 reversible blades that are 
easily accessible for routine maintenance. Even without 
the use of tools, you can get to the blades in a matter of 
seconds allowing you to sharpen them yourself with a 
simple grinding tool. This saves time and money. 

ELECTRIC - & GASOLINE ENGINE

4-Season shredder
Every season produces trimmings with a different composition or moisture content. The ELIET shredding system available on 
the Major 4S can handle all of this without any problem. The Turbo DischargeTM system, ensures a permanent pneumatic flow 
through the machine that permanently cleans the machine and avoids blockages. Thanks to this multi-purpose system, you can 
use the Major 4S for all pruning work all year round.
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Vector 4S

Shredding diam. wheelbarrows/h

Vector 4S 80 mm / 3” 30

Small powerhouse

Landscape contractors who provide garden maintenance 
services to their residential clients on a daily basis need a 
compact shredder that can quickly process all pruning waste 
while providing the comfort of a professional machine. If 
you’re looking for all of this in a budget-friendly device, then 
you’ve found it in the ELIET Vector 4S.

The ELIET Vector 4S is modular, available in 4 configurations 
tailored to the budget and comfort preferences of the 
customer.

4 VERSIONS

VECTOR 4S STD 
Basic version 
not self-propelled - not self Infeed 

VECTOR 4S PRO 
Comfort version 
not self-propelled - with feed roller 

VECTOR 4S ON WHEELS 
One man – One machine version  
self-propelled on wheels - with feed roller 

VECTOR 4S CROSS COUNTRY 
No limit version  
self-propelled on tracks - with feed roller 

Discharge system: Turbo DischargeTM

Vector 4S 12.0 HP Honda GX390

Green-volume processor

The Vector 4S is an all-purpose shredder that adds great 

value when it comes to processing bulky leafy prunings. 

The hopper is specifically designed for this purpose. 

Its wide, flat bottom allows for large bundles of hedge 

trimmings to be placed on it and pushed towards the wide 

feed roller. The outline of the hopper opening is nicely 

rounded to promote smooth and safe Infeed.

Turbo DischargeTM 

As a 4-Seasons shredder, the Vector 4S is also equipped with the 
Turbo Discharge™ chip ejection system. The integrated turbine 
continuously sucks the chips out of the shredding chamber and 
blows them out of the machine with a powerful airflow through 
a discharge chute. This plastic discharge chute is rotatable, 
allowing you to blow chips into a pile, into a wheelbarrow, or 
directly under bushes, hedges, or onto garden beds.

Reserve capacity
Although both the Major 4S and Vector 4S models share the same shredding chamber, the latter stands out head and shoulders 
above its smaller sibling due to its power. The Vector 4S has 12 HP on board which provides it with the extra strength to effortlessly 
process branches up to 80 mm / 3” in diameter. This reserve power naturally translates into a higher processing speed.

Feed roller 

The Vector 4S is configurable. One important option this model 
offers is an infeed roller. An infeed roller enhances the operator’s 
experience by removing the challenging task of pushing 
pruning waste onto the blades. Once the bundle of pruning 
waste is placed in the hopper, the wide infeed roller takes over 
and feeds it into the shredding chamber at a constant speed. 
The operator no longer feels the impact of the blades on his 
hands and can safely control the feed direction from a distance 
using a hydraulic control valve. Wheel drive 

While shredding is the primary function of a shredder, safely 
transporting the shredder to the worksite is equally important. 
This includes loading, unloading, and moving it around the 
premises. Following the philosophy of “one man – one machine”, 
ELIET offers the option to equip the machine with wheel drive, 
making this process effortless. For those who need to tackle 
even the most challenging terrains, the Vector 4S can be 
outfitted with a tracked undercarriage instead of driven wheels.

GASOLINE ENGINE
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Prof 6

Everything the professional wants

Pruning is a daily task for any landscaper, but dealing 
with the inevitable pruning waste can be a challenge.

Available in no less than 9 versions, you can choose 
this top-tier green waste shredder in the size and 
configuration that best suits your needs.

Shredding diam. Processing cap./h

Prof 6 100 mm / 4”
475 kg / 4 m3 
0.5 tons / 141 ft3

Prof 6 Monster 100 mm / 4”
550 kg / 4 m3 
0.6 tons / 141 ft3

Prof 6 E-Power 100 mm / 4”
475 kg / 4 m3 
0.5 tons / 141 ft3

Prof 6 PTO

Prof 6 

On Wheels

Prof 6 

Cross Country

Prof 6 

On Road

Discharge system: Turbo DischargeTM

Prof 6

Prof 6 E-power

Prof 6 Monster

Prof 6 PTO

14 HP B&S Vanguard 400 (e-start)

9.5 HP 48 V DC (7 kW)

18 HP B&S Vanguard (e-start)

14 HP - 25 HP  
Micro-tractor

GASOLINE ENGINE

No place unreachable 

Every landscaper’s work environment is different, which 
places varying demands on the machines used. ELIET 
offers a wide range of configurations, allowing landscaping 
professionals to customize their ideal machine:

ON WHEELS

This is a Prof 6 version equipped with hydraulic wheel 
drive. The operator can control the speed and direction 
of traction on the two wide clawed tires using a control 
unit on the handlebar. Intuitively, the operator steers the 
machine in the desired direction with swivel wheels.

CROSS COUNTRY 

For worksites where accessibility is more challenging, the 
Prof 6 is also available with track drive. Here, the speed and 
direction of rotation of each track can be independently 
controlled, giving the machine great maneuverability.

ON ROAD 

If the work environment is always easily accessible and 
quick transport between sites is a priority, the Prof 6 
mounted on a trailer for fast transport behind a vehicle is 
the most suitable option.

PTO 

If you primarily want to use the shredder in combination 
with a tractor, then the Prof 6 with a 3-point PTO 
(power take-off) is your choice. Due to its limited power 
requirements and weight, the Prof 6 can be operated with 
small micro-tractors.

V-SafeTM hopper

Work comfort is greatly influenced by 
the ease with which pruning waste can 
be fed into the machine. The innovative 
V-Safe™ infeed hopper features a 
V-shaped bottom that naturally centers 
the pruning material, ensuring it enters 
the shredding chamber optimally. The 
organic geometry of the infeed opening 
is designed to handle wide, branched, and 
voluminous pruning material effectively. 
Additionally, this V-shape encourages 
the operator to stand on the side of the 
hopper, enhancing their safety.

Infeed roller

The Prof 6 is equipped with a standard infeed roller. The 
operator only needs to push the pruning material towards the 
roller, which then takes over. This means the operator does 
not experience the vibration and impact of the blades cutting 
into the pruning wood. The feed roller is 45 cm / 1’6” wide, so 
there is no need to trim side branches to feed it through. With a 
diameter of 15 cm / 6”, the roller effortlessly climbs over large 
bundles of leafy hedge trimmings and feeds them directly to 
the blades.

The pressure on the feed roller is progressive, allowing the 
roller’s teeth to grip thicker branches more firmly for optimal 
control and performance.

Autonomy

A spacious, easily refillable 12 l / 3 gallons gasoline tank gives 
the machine an autonomy of up to 6 hours. An electric level 
monitor will alert the operator in time when the tank has 
reached its reserve level.

Superior in any garden
The basic version of the Prof 6 is equipped with a 14 HP gasoline engine with electric start. The energy-efficient ELIET 
shredding system allows maximum use of this available power. With its shredding diameter of up to 10 cm / 4”, it can be used in 
just about any garden throughout the year.
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Prof 6 Monster

Beastly good

As the name suggests, the latest version of the Prof 6 is a 

“Monster” in the best sense of the word, now equipped with 

25% more power! The classic 14 HP single-cylinder engine 

gives way to the 18 HP two-cylinder Vanguard engine. This 

allows landscapers and arborists to process pruning waste 

even faster. Additionally, this “Monster” edition is available 

with wheel or track drive, and as a trailer-mounted option.

Anti-Block-MotorTM (ABM)

Every Prof 6 can optionally be equipped with the ABMTM 
system. This system activates when the engine struggles under 
load, automatically pausing the feed roller for a fraction of a 
second to temporarily stop the intake of prunings and allow 
the engine to regain speed. As soon as the engine comes up 
to speed, the feed resumes. The ABM™ system monitors the 
shredding process, relieving the operator of this task so they 
can focus solely on feeding material.

Ease of maintenance

The ability to quickly and easily maintain 
a machine is essential to its service life. 
The design team has prioritized this 
aspect in the Prof 6. With a swiveling hatch, the shredding 
chamber and turbine housing can be opened in no time, 
without the need for tools. This provides maximum access for 
inspection, cleaning, and maintenance of the blade system. 
Additionally, the entire feed system can be removed from the 
machine as a single module.

pitstop

Prof 6 E-Power
Emission-free 

The primary cause of global warming is CO2 emissions from 
burning fossil fuels. Landscapers/Arborists are among the 
first to feel its effects, as their livelihood is closely tied to 
nature. To help reduce these emissions, ELIET has developed 
the first self-propelled shredder powered by batteries: the 
Prof 6 E-Power.

Battery technology

The Prof 6 E-Power is powered by 7 kW, 48V Li-Ion batteries 
from Vanguard, which feature the highest energy density 
cells on the market. These cells are compartmentalized 
within a cast aluminum housing to optimize temperature and 
load distribution. An advanced battery management system 
oversees this setup to optimize battery performance while 
maintaining maximum autonomy.

Autonomy

The patented shredding system (ELIET Chopping Principle™) 
cuts wood and pruning waste along the grain, the most 
effective method that requires significantly less power. This 
energy-efficient shredding technology results in lower power 
consumption and thus longer battery life. With a full charge, 
landscapers can typically operate the Prof 6 E-Power for 
an average of 2 hours. This duration comfortably covers a 
shredding session after intensive pruning in a residential 
garden.

Save energy

To increase autonomy even further, the Prof 6 E-Power is 
equipped with the innovative ELIET Eco EyeTM system as 
standard. This system detects when the machine is no longer 
shredding and automatically shuts it off. An infrared sensor 
monitors the approach zone in front of the feed hopper and 
will automatically reactivate the machine when an operator 
approaches.
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Super Prof

Shredding diam. Processing cap./h

Super Prof
130 mm / 5”

650 kg / 6 m3 
0.7 tons / 212 ft3

Super Prof MAX
130 mm / 5”

725 kg / 6,5 m3 
0.8 tons / 230 ft3

The Super Prof is an iconic shredder that has repeatedly 
revolutionized the market. In 1994, it was the very first shredder 
ever to feature wheel drive; in 1998, the Super Prof pioneered the 
industry again by introducing track drive. Today, this remarkable 
shredder continues to lead in comfort, safety, efficiency, ease of 
maintenance, and eco-friendliness. Above all, the Super Prof is a 
fantastic shredder with its versatility and 13 cm / 5” capacity, offering 
everything a landscaper or arborist could wish for.

Super Prof 

On Wheels

Super Prof 

Cross Country

Super Prof 

On Road

Discharge system: AxeleroTM

Super Prof

Super Prof MAX

18 HP B&S Vanguard

23 HP B&S Vanguard EFI

GASOLINE ENGINE

AxeleroTM

The chip discharge is 

facilitated by the ELIET 

Axelero™. The finely 

shredded chips pass through 

the mesh of the calibration 

sieve from the shredding 

chamber into a second 

chamber where the ELIET 

Axelero™ operates. This 

symmetrically constructed 

impeller gathers the chips 

via a spiral onto a blade. This 

central blade wheel ejects the chips at high speed through the 

discharge chute  from the shredder.

 

The high rotational speed also generates suction force, 

drawing pneumatic through the feed hopper. This creates a 

supportive suction effect for the input and a cleansing airflow 

that prevents clogging.

Economical

Creating added value for the landscapers and arborists 

was the primary goal with the Super Prof. The energy-

efficient shredding system, which cuts wood along the 

grain, contributes to low consumption. The ABM™ system 

continuously adjusts the load, keeping the twin-cylinder 

engine within a speed range where its power can be 

optimally utilized. At full load, consumption remains below 

3 liters/hour (100 fl oz), allowing for non-stop operation for 

half a day on a full tank.

Ease of infeed

The infeed opening has been deliberately made as wide 
as possible, without compromising the machine’s compact 
dimensions. Thanks to the deep cut-out at the top, a large 
loading platform is created. The wide central funnel bottom 
does not narrow down to the 45 cm / 1’6” wide infeed roller, 
thus creating an input shortcut for bulky pruning debris. The 
large infeed roller can lift 13 cm / 5”, creating a huge throughput 
opening. Professionals highly appreciate this feature when 
feeding heavily twigged branches or prickly trimmings. The 
feed roller is operated with LED illuminated push-buttons on 
the front of the infeed opening.

Smart interaction

All the machine’s functionalities are grouped together on a clear 
dashboard at the front of the machine. The centerpiece is the 
large LCD screen, through which the Super Prof communicates 
with its operator. In addition to displaying useful machine data, it 
will also alert the operator to any necessary periodic maintenance. 
Below the display is the most essential button of the machine: the 
“ACTION” button. This electronically controls the electromagnetic 
clutch, activating the blade system and the Axelero™. By pressing 
this button the shredding beast comes to life.

ABMTM process control

The Super Prof comes standard with ABMTM. This system 
autonomously regulates the feed speed. A sensor meticulously 
monitors any changes in the engine speed. If the engine suddenly 
needs to throttle back, the ABMTM electronics will translate this 
adjustment by briefly interrupting the feed roller. While the 
machine self-regulates shredding all the wood, you can continue 
working without constantly monitoring the machine.

One man - one machine principle
At the core of the Super Prof’s design philosophy lies ELIET’s “one man - one machine” principle. Landscapers and arborists 
can significantly increase their efficiency when they can optimize the utilization of their workforce. If a shredder, in addition to 
its large shredding capacity, can also be effortlessly loaded and unloaded and driven to the worksite without assistance, then 
you achieve maximum efficiency of resources. This is the DNA of the Super Prof, which has already won the hearts and minds 
of tens of thousands of landscapers and arborists.
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Super Prof MAX

Super Prof vs Super Prof MAX
This exceptional shredder comes in two variaties: Super Prof and Super Prof MAX. The Super Prof MAX differs in its engine. 
Instead of the classic 18 HP Vanguard twin-cylinder, the ‘MAX’ has a 23 HP engine with EFI (Electronic Fuel Injection). With this 
EFI technology, fuel is injected according to power demand, resulting in much more efficient gasoline consumption and enabling 
the shredder to maintain performance for much longer under heavy load. The Super Prof Max also comes standard with the Eco 
Eye system™.

Vanguard motor with EFI and ETC technology

The twin-cylinder engine of the Super Prof MAX features the latest technology. The 
traditional carburetor has been replaced by electronic fuel injection (EFI), and the 
internal engine management (ECU) adjusts the amount of fuel based on the required 
power. Additionally, the ignition timing is continuously adjusted by this system to increase 
performance when needed and reduce consumption when power demand is low. Starting 
the engine no longer requires a choke.

Furthermore, the throttle valve is electronically controlled (ETC) to allow the engine 
management system to optimize performance. On the dashboard, the mechanical throttle 
lever has been replaced by push-buttons with three pre-programmed speeds (working 
speed, transport speed, and idle).

In harmony with nature

The Super Prof MAX comes standard with the innovative Eco Eye system™. This technology 
detects when the machine is not actively shredding. During these non-productive 
moments, the system automatically switches the engine from full throttle to idle. This not 
only significantly reduces emissions and fuel consumption but also has a beneficial effect 
on the overall sound power level of the shredder.

As soon as the built-in infrared sensor detects the operator again at the feed, the full 
shredding power is made available again in a fraction of a second. With the Eco Eye 
System™, ecology and economy go hand in hand.

Chip guide

The chip discharge through a discharge chute offers many advantages, which prompted its 
introduction with the Super Prof. However, a significant drawback arises when chips need 
to be placed nearby the machine. Due to the pneumatic pressure, the chips are blown 
around, resulting in the need for cleanup. As a solution, ELIET developed a discharge 
basket that can be easily attached to the discharge chute in no time. The basket catches 
the chips, and a chute guides the chips downward. The pneumatic pressure can escape 
through the textile mesh, allowing the chips to be deposited in a controlled manner, for 
example, into a wheelbarrow.

Infeed Speed Control

The feed roller of the machine operates at a constant speed, feeding all types of green 
waste into the shredding chamber. However, different materials require different handling 
and feed speeds, depending on factors such as wood type, thickness, moisture content, 
and volume of the green waste. To accommodate these variations, an optional hydraulic 
speed regulator is available. This allows the feed speed to be manually adjusted on a scale 
from 1 to 10.
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Mega Prof

 

Shredding diam. Processing cap./h

Mega Prof 150 mm  / 6”  1000 kg / 10 m3  

1.1 tons / 353 ft3

Volume devourer!

With its Mega Prof, ELIET introduces an absolute 
all-purpose shredder that is sure to impress 
landscapers, arborists and municipal green 
services alike.

The Mega Prof’s design as a volume eater is 
immediately apparent when you look into its large 
feed hopper and see the 45 cm / 1’6” wide feed 
roller with a diameter of 30 cm / 1 ft.

The unique ELIET shredding principle, combined 
with a powerful diesel/gasoline engine, guarantees 
an astounding shredding performance with a 
shredding diameter of up to 15 cm / 6”.

Discharge system: AxeleroTM

Mega Prof

Mega Prof

25 HP Kubota diesel

37 HP B&S Vanguard EFI gasoline

COMBUSTION  
ENGINE

Powerful engines and intelligent 
systems

Professionals often favor diesel engines for powerful machines 
due to their durability, high torque, and lower fuel costs.

For the Mega Prof, ELIET chose the reliable Kubota atmospheric 
diesel engine. This water-cooled, three-cylinder engine delivers 
25 HP with a maximum torque of 71.5 Nm, ensuring it handles 
the large volume of prunings the Mega Prof processes without 
difficulty.

As an alternative to diesel, the Mega Prof is also available with 
a gasoline engine. This version features a 37 HP “big block” 
engine. This pneumatic-cooled engine is equipped with the 
advanced EFI system (Electronic Fuel Injection).

Infeed Speed Control

In addition to ABM™ and Eco Eye™, an infeed speed regulator 
for the feed roller is part of the standard equipment on the 
Mega Prof. Digital buttons on the dashboard allow the rotational 
speed to be adjusted according to the type and volume of 
pruning waste to be processed. This enables you to always 
optimize processing speed and minimize fuel consumption.

Lightweight on trailer

Despite its impressive 

shredding capacity, 

the Mega Prof remains 

a lightweight. ELIET 

engineers managed to 

keep the weight below 

750 kg / 1650 lbs. This 

low weight means the Mega Prof can be towed by almost 

any vehicle. Additionally, the excellent weight distribution 

makes it easy to move the machine by hand.

Maintenance-friendly

Under the motto “FAST PITSTOP,” the machine is 

designed to be disassembled in less than 30 seconds 

to access crucial maintenance points, often without 

the need for tools. This allows for quick check-ups or 

routine maintenance after each workday and makes 

more extensive maintenance less daunting.

<750 
kilogram

pitstop
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Specifications 

MODEL NEO NEO2 & NEO3 Maestro City Maestro Country Maestro Country E-Power

Engine 3.4 HP Elect. 230 V/1~ (2500 W) NEO2 4.0 HP Elect. 230 V/1~ (3000 W) 5.5 HP B&S XR 750 (163 cc) 6.5 HP B&S XR 950 (208 cc) 4.4 HP battery 56V DC (3200W)

NEO3 4.8 HP Elect. 380 V/3~ (3500 W) 4.0 HP Elect. 230 V/1~ (3000 W) 4.8 HP Elect. 380 V/3~ (4000 W)

4.8 HP Elect. 380 V/3~ (3500 W)

Shredding diameter 30 mm / 1-1/4” 35 mm / 1-3/8” 40 mm  - 45 mm / 1-1/2” - 1-3/4” 45 mm / 1-3/4” 45 mm / 1-3/4”

Capacity (wheelbarrows) 6 NEO2: 8 - NEO3: 10 12 14 14

Infeed opening clover opening 3 x 45 mm / 1-3/4” ø 200 mm / 7-7/8” 250 mm x 350 mm / 14” x 10” 250 mm x 350 mm / 14” x 10” 250 mm x 350 mm / 14” x 10”

Infeed height 1140 mm / 46” 1390 mm / 56” 1050 mm / 41” 1200 mm / 47” 1200 mm / 47”

Chopping technology ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S

Blades RESISTTM/6 (12 pcs.) (reversible) RESISTTM/6 (12 pcs.) (reversible) RESISTTM/6 (12 pcs.) (reversible) RESISTTM/6 (12 pcs.) (reversible) RESISTTM/6 (12 pcs.) (reversible)

Chopping speed (cuts/min) 36,000 36,000 36,000 (Electric) - 38,400 (Gasoline) 38,400 (Gasoline) / 36,000 (Electric)
36,000 (ECO mode) 
43,000 (TURBO mode)

Power transmission to rotor Direct Direct Direct Direct Direct

Chopping width (hopper opening) 120 mm / 4-3/4” 120 mm / 4-3/4” 120 mm / 4-3/4” 120 mm / 4-3/4” 120 mm / 4-3/4”

Calibration sieve Yes Yes Yes Yes Yes

Standard mesh diameter 23 mm x 23 mm / 1 x 1” 23 mm x 23 mm / 1 x 1” 23 mm x 23 mm / 1” x 1” 23 mm x 23 mm / 1” x 1” 23 mm x 23 mm / 1” x 1”

Discharge System Gravity Gravity Gravity Gravity Gravity

Collection bag capacity 40 L / 10 gal. 40 L / 10 gal. 60 L / 16 gal. 80 L / 21 gal. 80 L / 21 gal.

Safety Engine brake Engine brake - - -

Chassis Composite PA6 + 30 GF Composite PA6 + 30 GF Steel plate  2.5 - 3 mm / 1/10 - 1/8” Steel plate  2.5 - 3 mm / 1/10 - 1/8” Steel plate  2.5 - 3 mm / 1/10 - 1/8”

Sound reduction Composite housing, vibration-absorbing rubber,
silencers

Composite housing, vibration-absorbing rubber,
silencers

-
Rotor with flexible vibration-damping ball bearing.
Motor mounted on vibration dampers

Rotor with flexible vibration-damping ball bea-
ring. Motor mounted on vibration dampers

Sound power 94 dB(A) 94 dB(A) 112 dB(A) 111 dB(A) 111 dB(A)

Wheels Alu + EVA 250 mm x 60 mm / 10” x 2-1/2” Alu + EVA 250 mm x 60 mm / 10” x 2-1/2” Pneumatic tires 3.00 x 4 Pneumatic tires 3.00 x 4 Pneumatic tires 3.00 x 4

DESIGN

Dimensions (L x W x H) 700 x 600 x 1230 mm / 28” x 24” x 48” 800 x 600 x 1470 mm / 32” x 24” x 58” 1360 x 650 x 1400 mm  / 53-1/2” x 26” x 55” 1360 x 650 x 1400 mm / 53-1/2” x 26” x 55” 1360 x 650 x 1400 mm / 53-1/2” x 26” x 55”

Storage dimensions (L x W x H) 600 x 600 x 750 mm / 24” x 24” x 30” 800 x 600 x 1000 mm / 32” x 24” x 40” 740 x 650 x 910 mm / 29” x 26” x 36” 740 x 650 x 1050 / 29” x 26” x 41” 740 x 650 x 1050 mm / 29” x 26” x 41”

Weight 40 kg / 88 lbs 43 kg / 95 lbs
63 kg / 139 lbs (city gasoline) 
60 kg / 132 lbs (city Electric)

63 kg / 132 lbs 61 kg / 134.5 lbs

ACCESSORIES

Lever MA 001 001 032 MA 001 001 032 - - -

Multi purpose grating for wet green waste - - MA 001 052 001 MA 001 052 001 MA 001 052 001



Specifications

MODEL Minor 4S Major 4S/PTO Vector 4S STD/PRO Vector 4S On Wheels Vector 4S Cross Country

Engine 5.5 HP Elect. 380 V/3~ (4000 W) 8.4 HP Honda GX270 (270 cc) 11.7 HP Honda GX390 (389 cc) 11.7 HP Honda GX390 (389 cc) 11.7 HP Honda GX390 (389 cc)

5.8 HP Honda GP200 (196 cc) PTO (14 HP - 25 HP micro-tractor)

5.8 HP Honda GX200 (196 cc)

6.5 HP B&S Vanguard 200 (203 cc)

Shredding diameter 45 mm / 1-3/4” (electric) - 50 mm / 2” (gasoline) 60 mm / 2-3/8” 80 / 3” 80 / 3” 80 / 3”

Capacity 16 wheelbarrows 24 wheelbarrows 2,8 m3 / 99 ft3 - 3m3 / 106 ft3 3m3 / 106 ft3 3m3 / 106 ft3

Infeed opening 400 mm x 350 mm / 15-3/4” - 13-3/4” 500 x 450 mm / 19-1/2” x 17-3/4” 500 x 520 mm / 19-1/2” x 20-1/2” 500 x 520 mm / 19-1/2” x 20-1/2” 500 x 520 mm / 19-1/2” x 20-1/2”

Infeed height 950 mm / 36- 1/2” 900 mm / 36” 1000 mm / 39-1/2” 1000 mm / 39-1/2” 1000 mm / 39-1/2”

Feed roller drive - -
- (STD)

Ø 150 mm  / 6”, hydrostatic transmission (PRO) 
Ø 150 mm  / 6”, hydrostatic transmission Ø 150 mm  / 6”, hydrostatic transmission 

Chopping technology ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S

Blades RESISTTM/6 (18 pcs.) (reversible) RESISTTM/8.3 (20 pcs.) (reversible) RESISTTM/8.3 (20 pcs.) (reversible) RESISTTM/8.3 (20 pcs.) (reversible) RESISTTM/8.3 (20 pcs.) (reversible)

Chopping speed (cuts/min) 43,000 (electric) / 45.000 (gasoline) 46,000 / 51,000 53,000 53,000 53,000

Power transmission to rotor V-belt XPA 1600 V-belt XPA 1600 V-belt XPB 2240 / V-belt XPB 2280 V-belt XPB 2280 V-belt XPB 2280

Shredding width 220 mm / 8-3/5” 350 mm / 13-3/4” 350 mm / 13-3/4” 350 mm / 13-3/4” 350 mm / 13-3/4”

Discharge system Turbo DischargeTM 

Discharge chute Ø 300 mm / 12”, 280° rotatable,  
adjustable flap, foldable

Turbo DischargeTM 

Discharge chute Ø 300 mm / 12”, 280° rotatable,  
adjustable flap, foldable

Turbo DischargeTM 

Discharge chute Ø 300 mm / 12”, 280° rotatable,  
adjustable flap, foldable

Turbo DischargeTM 

Discharge chute Ø 300 mm / 12”, 280° rotatable,  
adjustable flap, foldable

Turbo DischargeTM 

Discharge chute Ø 300 mm / 12”, 280° rotatable,  
adjustable flap, foldable

Safety
Safety limit switch,  
Overcurrent protection (electrical)

Safety limit switch,  
Overcurrent protection (electrical)

Safety limit switch Safety limit switch Safety limit switch

Chassis Steel plate 3 mm / 1/8” Steel plate 3 mm / 1/8” Steel plate 3 - 5 mm / 1/8” - 3/16” Steel plate 3 - 5 mm / 1/8” - 3/16” Steel plate 3 - 5 mm / 1/8” - 3/16”

Sound power 111 dB(A) 113 dB(A) 118 dB(A) 118 dB(A) 118 dB(A)

Undercarriage
Front: support feet
Rear: Pneumatic tires 4.00-4

Front: support feet
Rear: Pneumatic tires 4.80-8

Front: pneumatic tires 4.00-4
Rear: pneumatic tires 16 x 6,5-8

Front: pneumatic tires 4.00-4
Rear: pneumatic tires 16 x 6,5-8
Hydraulic drive (rear)

Tracks 150 mm  / 6” / 6”
Hydraulic drive (rear)

DESIGN

Dimensions (L x W x H) 1700 x 500 x 1310 mm / 5’ 6-15/16” x 19-1/2” x 51-1/3” 1700 x 650 x 1410 mm / 5’ 6-15/16” x 25-1/2” x 55-1/2” 2140 x 760 x 1520 mm / 7’ 1/4” x 29-15/16” x 59-13/16” 2140 x 760 x 1520 mm / 7’ 1/4” x 29-15/16” x 59-13/16” 2140 x 760 x 1520 mm / 7’ 1/4” x 29-15/16” x 59-13/16”

Storage dimensions (L x W x H) 1300 x 500 x 1310 mm / 51-1/3” x 19-1/2” x 51-1/3” 1300 x 650 x 1410 mm / 51-1/3” x 25-1/2” x 55-1/2” 1760 x 760 x 1520 mm / 
5’ 9-5/16” x 29-15/16” x 59-13/16”

1760 x 760 x 1520 mm / 
5’ 9-5/16” x 29-15/16” x 59-13/16”

1760 x 760 x 1520 mm / 
5’ 9-5/16” x 29-15/16” x 59-13/16”

Weight 92 kg  / 203 lbs 135 kg / 298 lbs 234 kg / 516 lbs - 257 kg  / 567 lbs 265 kg / 585 lbs 325 kg / 717 lbs

ACCESSORIES

Hour meter - Option - - -

Full tires - Option - - -

Speed control - - MA 034 001 001 (PRO) MA 034 001 001 MA 034 001 001



Specifications

MODEL Prof 6 On Wheels (E-Power) Prof 6 Cross Country (E-Power) Prof 6 On Road Prof 6 PTO

Engine 14 HP Vanguard 400 (408 cc)
Electric DC 48V 7.5 kW / 9.5 HP

14 HP Vanguard 400 (408 cc)  
Electric DC 48V 7.5 kW / 9.5 HP

14 HP Vanguard 400 (408 cc) -

Electric start system Standard Standard Standard -

Shredding diameter 100 mm / 4” 100 mm / 4” 100 mm / 4” 100 mm / 4”

Capacity (m3 chips/hour) 3.5 m3 / 124 ft3 3.5 m3 / 124 ft3 3.5 m3 / 124 ft3 3.5 m3 / 124 ft3

Chopping technology ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S

Blades RESISTTM/8 (24 pcs.) RESISTTM/8 (24 pcs.) RESISTTM/8 (24 pcs.) RESISTTM/8 (24 pcs.)

Chopping speed (cuts/min) 54,000 54,000 54,000 54,000

Power transmission to rotor V-belt V-belt V-belt V-belt

Chopping width (hopper opening) 440 mm / 17-1/3” 440 mm / 17-1/3” 440 mm / 17-1/3” 440 mm / 17-1/3”

Infeed opening 600 x 580 mm / 23-1/2” x 22-7/8” 600 x 580 mm / 23-1/2” x 22-7/8” 600 x 580 mm / 23-1/2” x 22-7/8” 600 x 580 mm / 23-1/2” x 22-7/8”

Infeed height 1000 mm / 39-1/2” 1000 mm / 39-1/2” 1000 mm / 39-1/2” 1000 mm / 39-1/2”

Feed roller drive Ø 150 mm  / 6”, hydrostatic transmission Ø 150 mm  / 6”, hydrostatic transmission Ø 150 mm  / 6”, hydrostatic transmission Ø 150 mm  / 6”, hydrostatic transmission 

Infeed speed control ELIET ABM (Anti-Block Motor) ELIET ABM (Anti-Block Motor) ELIET ABM (Anti-Block Motor) ELIET ABM (Anti-Block Motor)

Discharge component
Turbo DischargeTM 
Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

Turbo DischargeTM 
Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

Turbo DischargeTM 
Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

Turbo DischargeTM 
Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

Discharge height 1750 mm / 69” 1830 mm / 72” 1800 mm / 70-3/4” 1800 mm / 70-3/4”

Safety Safety limit switch Safety limit switch Safety limit switch Safety limit switch

Chassis Steel plate 3 mm - 6 mm / 1/8” - 1/4” Steel plate 3 mm - 6 mm / 1/8” - 1/4” Steel plate 3 mm - 6 mm / 1/8” - 1/4” Steel plate 3 mm - 6 mm / 1/8” - 1/4”

Sound power 118 dB(A) 118 dB(A) 118 dB(A) 118 dB(A)

Eco EyeTM Only on E-Power version (integrated) Only on E-Power version (integrated)

Hour meter Standard Standard Standard Standard

Undercarriage
Front: pneumatic tires 4.00-4
Rear: pneumatic tires 16 x 6,5-8
Hydraulic drive (rear)

Tracks 150 mm  / 6” / 6” 
Hydraulic drive (rear)

Pneumatic tires 155/70 R13 4.5
Castor wheel 200 mm / 7-7/8”

Castor wheel 200 mm / 7-7/8” + brake

DESIGN
Dimensions (L x W x H) 1890 x 850 x 1750 mm / 6’ 2-7/16” x 33-7/16” x 5’ 8-7/8” 1890 x 850 x 1830 mm / 6’ 2-7/16” x 33-7/16” x 6’ 1/16” 3000 x 1500 x 1800 mm / 9’ 10-1/8” x 59-1/16” x 5’ 10-7/8” 1890 x 850 x 1800 mm / 6’ 2-7/16” x 33-7/16” x 5’ 10-7/8”

Storage dimensions (L x W x H) 1890 x 850 x 1520 mm / 6’ 2-7/16” x 33-7/16” x 59-13/16” 1890 x 850 x 1520 mm / 6’ 2-7/16” x 32-11/16” x 59-13/16” 3000 x 1500 x 1520 mm / 9’ 10-1/8” x 59-1/16” x 59-13/16” 1780 x 850 x 1520 mm / 5’ 10-1/16” x 33-7/16” x 59-13/16”

Weight 365 kg / 800 lbs 435 kg / 959 lbs 430 kg / 948 lbs 308 kg / 679 lbs

ACCESSORIES
ABM (Anti-Block Motor) MA 032 001 001 | Standard on E-Power MA 032 001 001 | Standard on E-Power MA 032 001 001 MA 032 001 001

Speed control MA 032 001 002 MA 032 001 002 MA 032 001 002 MA 032 001 002

Lift hook MA 029 001 004 MA 029 001 004 MA 029 001 004 MA 029 001 004

Shredder guide MA 029 001 006 MA 029 001 006 MA 029 001 006 MA 029 001 006

PTO - - - BA 221 110 002



Specifications

MODEL Prof 6 MONSTER On Wheels Prof 6 MONSTER Cross Country Prof 6 MONSTER On Road

Engine 18 HP Vanguard 18 (520 cc) 18 HP Vanguard 18 (520 cc) 18 HP Vanguard 18 (520 cc)

Electric start system Standard Standard Standard

Shredding diameter 100 mm / 4” 100 mm / 4” 100 mm / 4”

Capacity (m3 / ft3 chips/hour) 4 m3 / 141 ft3 / hour 4 m3 / 141 ft3 / hour 4 m3 / 141 ft3 / hour

Chopping technology
ELIET Chopping PrincipleTM, 4S, 
Turbo DischargeTM

ELIET Chopping PrincipleTM, 4S, 
Turbo DischargeTM

ELIET Chopping PrincipleTM, 4S,
 Turbo DischargeTM

Blades RESISTTM/8 (24 pcs.) RESISTTM/8 (24 pcs.) RESISTTM/8 (24 pcs.)

Chopping speed (cuts/min) 54,000 54,000 54,000

Power transmission to rotor V-belt V-belt V-belt

Chopping width (hopper opening) 440 mm / 17-1/3” 440 mm / 17-1/3” 440 mm / 17-1/3”

Infeed opening 600 x 580 mm / 23-1/2” x 22-7/8” 600 x 580 mm / 23-1/2” x 22-7/8” 600 x 580 mm / 23-1/2” x 22-7/8”

Infeed height 1000 mm / 39-1/2” 1000 mm / 39-1/2” 1000 mm / 39-1/2”

Feed roller drive Ø 150 mm  / 6”, hydrostatic transmission Ø 150 mm  / 6”, hydrostatic transmission Ø 150 mm  / 6”, hydrostatic transmission 

Infeed speed control ELIET ABM (Anti-Block Motor) ELIET ABM (Anti-Block Motor) ELIET ABM (Anti-Block Motor)

Discharge component Turbo DischargeTM

Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

Turbo DischargeTM

Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

Turbo DischargeTM

Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

Discharge height 1750 mm / 69” 1830 mm / 72” 1800 mm / 5’ 10-7/8”

Safety Safety limit switch Safety limit switch Safety limit switch

Chassis Steel plate 3 mm - 6 mm  / 1/8” - 1/4” Steel plate 3 mm - 6 mm  / 1/8” - 1/4” Steel plate 3 mm - 6 mm  / 1/8” - 1/4”

Sound power 118 dB(A) 118 dB(A) 118 dB(A)

Eco EyeTM - - -

Hour meter Standard Standard Standard

Undercarriage
Front: pneumatic tires 4.00-4
Rear: pneumatic tires 16 x 6,5-8
Hydraulic drive (rear)

 
Tracks 150 mm  / 6”
Hydraulic drive (rear)

Pneumatic tires 155/70 R13 
Castor wheel 200 mm / 7-7/8” + brake

DESIGN
Dimensions (L x W x H) 1890 x 850 x 1750 mm / 6’ 2-7/16” x 33-7/16” x 5’ 8-7/8” 1890 x 850 x 1830 mm / 6’ 2-7/16” x 32-11/16” x 6’ 1/16” 3000 x 1500 x 1800 mm  / 9’ 10-1/8” x 59-1/16” x 5’ 10-7/8”

Storage dimensions (L x W x H) 1890 x 850 x 1520 mm / 6’ 2-7/16” x 33-7/16” x 59-13/16” 1890 x 850 x 1520 mm / 6’ 2-7/16” x 32-11/16” x 59-13/16” 3000 x 1500 x 1520 mm / 9’ 10-1/8” x 59-1/16” x 59-13/16”

Weight 365 kg / 800 lbs 435 kg / 959 lbs 430 kg / 948 lbs

ACCESSORIES
ABM (Anti-Block Motor) MA 032 001 001 MA 032 001 001 MA 032 001 001

Speed control MA 032 001 002 MA 032 001 002 MA 032 001 002

Lift hook MA 029 001 004 MA 029 001 004 MA 029 001 004

Shredder guide MA 029 001 006 MA 029 001 006 MA 029 001 006



Specifications

MODEL Super Prof On Wheels | Max Super Prof Cross Country | Max Super Prof On road | Max

Engine 18 HP Vanguard 18 (520 cc)
23 HP B&S Vanguard 23 EFI (627 cc)

18 HP Vanguard 18 (520 cc)
23 HP B&S Vanguard 23 EFI (627 cc)

18 HP Vanguard 18 (520 cc)
23 HP B&S Vanguard 23 EFI (627 cc)

Electric start system Standard Standard Standard

Shredding diameter 130 mm / 5-1/8” 130 mm / 5-1/8” 130 mm / 5-1/8”

Capacity (m3 / ft3 chips/hour) 6 m3 / 212 ft3 - 6.5 m3 / 230 ft3 6 m3 212 ft3 - 6.5 m3 / 230 ft3 6 m3 212 ft3 - 6.5 m3 / 230 ft3

Chopping technology ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S

Blades RESISTTM/8 (24 pcs.) | RESISTTM/10 (24 pcs.) RESISTTM/8 (24 pcs.) | RESISTTM/10 (24 pcs.) RESISTTM/8 (24 pcs.) | RESISTTM/10 (24 pcs.)

Chopping speed (cuts/min) 50,500 50,500 50,500

Power transmission to rotor V-belt XPA 2120 / 2 V-belt XPA 2120 / 2 V-belt XPA 2120 / 2 

Shredding width 450 mm / 17-3/4” 450 mm / 17-3/4” 450 mm / 17-3/4”

Infeed opening 500 x 700 mm / 19-1/2” x 27-1/2” 500 x 700 mm / 19-1/2” x 27-1/2” 500 x 700 mm / 19-1/2” x 27-1/2”

Infeed height 1000 mm / 39-1/2” 1000 mm / 39-1/2” 1000 mm / 39-1/2” 

Feed roller drive Ø 156 mm, hydrostatic transmission Ø 156 mm, hydrostatic transmission Ø 150 mm  / 6”, hydrostatic transmission 

Infeed speed control ELIET ABM (Anti-Block Motor) ELIET ABM (Anti-Block Motor) ELIET ABM (Anti-Block Motor)

Discharge system AxeleroTM

Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

AxeleroTM

Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

AxeleroTM

Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

Discharge height 2000 mm / 6-1/2’ 2000 mm / 6-1/2’ 2000 mm / 6-1/2’

Chassis Steel plate 3 - 8 mm / 1/8” - 1/3” Steel plate 3 - 8 mm / 1/8” - 1/3” Steel plate 3 - 8 mm / 1/8” - 1/3”

Sound power 118 dB(A) 118 dB(A) 118 dB(A)

Hour meter Standard Standard Standard

Undercarriage
Front: pneumatic tires 4.00-4 
Rear: pneumatic tires 6.00 - 9 
Hydraulic drive (rear)

Tracks 180 mm 
Hydraulic drive (rear)

Pneumatic tires 155/70 R13 4.5 
Castor wheel 200 mm / 7-7/8” + brake

DESIGN
Dimensions (L x W x H) 2040 x 890 x 2000 mm  

/ 6’ 8-5/16” x 35-1/16” x 6’ 6-3/4”
2040 x 890 x 2000 mm /  
6’ 8-5/16” x 35-1/16” x 6’ 6-3/4”

3000 x 1500 x 2000 mm /  
9’ 10-1/8” x 59-1/16” x 6’ 6-3/4”

Storage dimensions (L x W x H) 2040 x 890 x 1450 mm /  
6’ 8-5/16” x 35-1/16” x 57-1/16”

2040 x 890 x 1450 mm /  
6’ 8-5/16” x 35-1/16” x 57-1/16”

3000 x 1500 x 1450 mm /  
9’ 10-1/8” x 59-1/16” x 57-1/16”

Weight 437 kg / 964 lbs | 441 kg / 972 lbs 502 kg / 1107 lbs | 506 kg / 1116 lbs 495 kg 1092 lbs | 499 kg / 1100 lbs

ACCESSORIES
Eco EyeTM MA 029 040 125 | Standard MA 029 040 125 | Standard MA 029 040 125 | Standard

Speed control MA 029 001 003 MA 029 001 003 MA 029 001 003

Lift hook MA 029 001 004 MA 029 001 004 MA 029 001 004

Shredder guide MA 029 001 006 MA 029 001 006 MA 029 001 006

Bearing protection MA 029 001 012 MA 029 001 012 MA 029 001 012

Multi purpose grating for wet green waste MA 029 001 011 MA 029 001 011 MA 029 001 011

Parking brake MA 029 001 005

Agricultural tires MA 029 001 002



Specifications

MODEL Mega Prof Gasoline Mega Prof Diesel

Engine 37 HP VanguardTM EFI ‘Big Block’ gasoline 25 HP Kubota Diesel

Electric start system Standard Standard

Shredding diameter 150 mm  / 6” / 6” 150 mm  / 6” / 6”

Capacity (m3 chips/hour) 10 m3 / 353 ft3 10 m3 / 353 ft3

Chopping technology ELIET Chopping PrincipleTM, 4S ELIET Chopping PrincipleTM, 4S

Blades RESISTTM/10 (24 pcs.) RESISTTM/10 (24 pcs.)

Chopping speed (cuts/min) 49,500 44,000

Power transmission to rotor V-belt XPB 2410 / 2 V-belt XPB 2410 / 2

Shredding width 480 mm / 19” 480 mm / 19”

Infeed opening 1000 x 650 mm / 39-1/2” x 25-1/2” 1000 x 650 mm / 39-1/2” x 25-1/2”

Infeed height 800 mm / 31-1/2” 800 mm / 31-1/2”

Feed roller drive Ø 300 mm / 12”, hydrostatic transmission Ø 300 mm / 12”, hydrostatic transmission 

AxeleroTM

Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

AxeleroTM

Discharge chute Ø 300 mm / 12”, 280° rotatable,
2 adjustable valves, foldable

Infeed speed control ELIET ABM (Anti-Block Motor) ELIET ABM (Anti-Block Motor)

Discharge height 2300 mm / 12” / 7-1/2’ 2300 mm / 12” / 7-1/2’

Chassis Steel plate 3 - 8 mm / 1/8” - 1/3” Steel plate 3 - 8 mm / 1/8” - 1/3”

Sound power 118 dB(A) 118 dB(A)

Hour meter Standard Standard

Undercarriage Pneumatic tires 155/70 R13 4.5 
Castor wheel 200 mm / 7-7/8” + brake

Pneumatic tires 155/70 R13 4.5 
Castor wheel 200 mm / 7-7/8” + brake

DESIGN
Dimensions (L x W x H) 3500 x 1700 x 2300 mm /  

11’ 5-13/16” x 5’ 6-15/16” x 7’ 6-9/16” 
3500 x 1700 x 2300 mm /  
11’ 5-13/16” x 5’ 6-15/16” x 7’ 6-9/16” 

Storage dimensions (L x W x H) 3500 x 1700 x 2250 mm /  
11’ 5-13/16” x 5’ 6-15/16” x 7’ 4-9/16”

3500 x 1700 x 2250 mm /  
11’ 5-13/16” x 5’ 6-15/16” x 7’ 4-9/16”

Weight 748 kg / 1649 lbs 748 kg / 1649 lbs

ACCESSORIES
Eco EyeTM MA 029 001 001 (Standard) MA 029 001 001 (Standard)

Work lights MA 018 001 021 MA 018 001 021

Suspension bumper MA 018 001 022 MA 018 001 022

Chip guide MA 029 001 006 MA 029 001 006

Special grating - honeycomb holes 30 mm MA 018 001 016 / MA 018 001 017 (Standard) MA 018 001 016 / MA 018 001 017 (Standard)

Special grating - honeycomb holes 35 mm MA 018 001 018 / MA 018 001 019 MA 018 001 018 / MA 018 001 019

Sieve for wet green waste MA 018 001 020 MA 018 001 020





Ask your demo on 
 WWW.ELIETONTOUR.EU

OR CONTACT YOUR LOCAL DEALER

TRY OUT
A MACHINE?

ELIET Europe NV

Diesveldstraat 2 

8553 Otegem, BELGIË 

Tel. +32 (0) 56 77 70 88 

Fax +32 (0) 56 77 52 13 

info@eliet.eu 

www.eliet.eu

ELIET USA INC.

19 E Moreland Ave, 

Philadelphia, PA 19118, USA 

Tel. +1 412-367-5185 

info@elietusa.com 

www.elietusa.com

Tait Distributors Ltd.

14124 – 128 Ave. NW 

Edmonton, AB, Canada T5L 3H5 

Phn (780) 451 4321 - Toll Free 1877 451 4321 

Fax (780) 453 8976 - Toll Free 1800 661 2345 

www.taitdistributors.ca

PSD Groundscare

Regent Street, Colne BB8 8LJ,  

United Kingdom 

Phn +44 1282 969053 

www.psdgroundscare.co.uk
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